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NOTES
1. RESISTOR VALUES ARE IN Я (OHM) K=1.000fl M=1 .ООО.ОООЯ
2. ALL RESISTORS ARE 1/4WATT EXCEPT WHERE OTHERWISE INDiCATED.
3. CAPACITOR VALUES ARE IN m F UNLESS OTHERWISE INOICATED. P=PF
4. ALL CAPACITORS ARE 50VOLTS EXCEPT WHERE OTHERWISE INDICATED.
5. VOLTAGES AND WAVEFORMS MEASURED UNDER AVERAGE COLOR 

SIGNAL INPUT AND CONTRAST. BRIGHTNESS CONTROL AT MAXIMUM.
ALL OTHER CONTROLS SET FOR NORMAL OPERATION.

6.  ® --------- HORIZONTAL RATE. <2>------------ VERTICAL RATE.

WARN ING
REPLACEMENT PARTS WHICH HAVE SPECIAL SAFETY 
CHARACTERISTICS ARE IDENTIFIED B Y ^ S H A D l N G  ON THE SCHEMATICS. 
REPLACE THESE CRITlCAL COMPONENTS WITH RECOMMENDED 
REPLACEMENT PARTS.
DON'T DEGRADE THE SAFETY OF THE SET THROUGH 
IMPROPER SERVI CI NG.
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CONTROL (S) MARKED *  IS PERMANENTLY FROZEN.
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